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The HBP310-523G cuts miters accurately and economically

Behringer has the solution: particularly ideal for applications in steel constructions and the steel trade

Kirchardt, September 2016
The universal high-performance mitre band saw 
HBP310-523G is predestined for the demands of the steel construction industry and steel trade. It cuts steel section and solid materials made of metal and comparable plastics accurately and fast. With a cutting range of 
310 mm for round materials and 520 x 310 mm for flat materials, and bi-lateral mitred cuts from 45° right to 30° left, the machine has proved its worth as a reliable all-rounder for many cutting jobs, also in other lines of business. 

The saw frame is rigid, low-torsion and low-vibration, with pre-tensioned guides that are free of play. The saw frame, which is set at an angle of three degrees, is designed for perfect cutting of, for example, beams, angled and U-shaped section, and hollow square section.

The entire saw frame of the mitre-cutting unit is mounted on a large-sized axial roller bearing, and can be swivelled round in no time at all. The pivot is at the intersection of the saw band and the material application edge. The advantage of this is that the measuring reference line does not change.

Fully-automatic height adjustment of the saw frame to suit the material height, and lowering of the saw at fast speed settings in automatic operation reduce non-productive time enormously.

Combined roller guides and pre-tensioned carbide sliding guides ensure that the saw blade runs smoothly in the material being cut. The saw band is tensioned hydraulically. The saw feed and cutting pressure are controlled hydraulically and monitored.
The use of a micro-spray system (optional) for high-performance cutting and lubricating agents is particularly recommended for cutting pipes and section. 
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